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NOTES:

1. EXISTING FENDER SYSTEMS (PANELS,
RUBBER ELEMENTS, AND CHAINS) ARE
TO BE REMOVED TO FACILITATE THE
REPAIR TO SHEET PILING. FENDER
SYSTEMS (INCLUDING CHAINS AND
SHACKLES) ARE TO BE STORED
NEATLY ON SITE AT A LOCATION
DESIGNATED BY THE DEPARTMENTAL
REPRESENTATIVE. IF IT IS REQUIRED
TO STACK FENDER PANELS, TIMBER
BLOCKING IS TO BE PLACED BETWEEN
FENDER PANELS AND BETWEEN
LOWEST PANEL AND GRADE. FENDER
PANELS (INCLUDING CHAINS AND
SHACKLES) WILL BE REINSTATED ONCE
REPAIRS ARE COMPLETE.

2. EXISTING EMBEDDED U—-BOLTS USED
FOR SUPPORTING THE FENDER CHAINS
ARE TO BE CUT OFF AND GROUND
SMOOTH TO THE FACE OF THE
EXISTING CONCRETE COPEWALL.

3. EXISTING FENDER BRACKETS TO BE
REMOVED. ANCHOR BOLTS TO BE CUT
OFF AND GROUND FLUSH TO THE
CONCRETE COPE WALL FACE.

4. ANY LOOSE OR DELAMINATED
CONCRETE PRESENT ON THE FACE OF
THE COPEWALL THAT IS LOCATED
WITHIN THE NEW SSP WALL REPAIR TO
BE REMOVED TO SOUND CONCRETE.
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