GENERAL NOTES:

1. ALL WORK AND MATERIALS SHALL CONFORM TO THE REQUIREMENTS OF
THE NATIONAL BUILDING CODE OF CANADA, LATEST EDITION AND
CSA-S6-14.

2. NO ALTERATIONS TO STRUCTURAL DETAILS SHALL BE MADE WITHOUT THE
WRITTEN PERMISSION OF THE DEPARTMENTAL REPRESENTATIVE.
CONSTRUCTION ERRORS ARE TO BE DOCUMENTED AND REPORTED TO
THE DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH
SUBSEQUENT WORK.

3. DETAILS, DIMENSIONS AND ELEVATIONS OF THE EXISTING CONDITIONS
SHOWN ON THESE DRAWINGS ARE BASED ON INFORMATION OBTAINED
FROM HISTORICAL DATA PROVIDED BY THE CLIENT AND SITE SURVEYS.
THE CONTRACTOR MUST FIELD VERIFY ALL SUCH DETAILS, DIMENSIONS
AND ELEVATIONS PRIOR TO FABRICATION OR ERECTION OF WORK AND
REPORT DISCREPANCIES TO THE DEPARTMENTAL REPRESENTATIVE.

P

ALL DIMENSIONS SHOWN IN MILLIMETERS, UNLESS NOTED OTHERWISE.

o

AVOID SCALING THE DRAWINGS EXCEPT AS PERMITTED BY THE
DEPARTMENTAL REPRESENTATIVE.

6. THESE DRAWINGS SHALL NOT BE USED FOR CONSTRUCTION PURPOSES

UNLESS DRAWINGS ARE SIGNED AND SEALED BY THE ENGINEER AND
MARKED "ISSUED FOR CONSTRUCTION".
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EAST BERTH EAST WALL
END BUTTRESS REPAIR
— SEE DRAWING S04

FOR OUTER EAST
DOLPHIN REPAIRS
— SEE DWG. S06

FOR INNER EAST
DOLPHIN REPAIRS
— SEE DWG. SO7

DESIGN LOADS:

1.

STRUCTURAL STEEL NOTES:

LOADING AND GENERAL DESIGN TO UFC 4—152-01 (UNIFIED FACILITIES 1.
CRITERIA—DESIGN: PIERS AND WHARVES) CSA S6—14, NBCC 2015, AND

BRITISH STANDARDS BS 6349-—1:2000.
LIVE LOADS

a. OUTER DOLPHIN SLAB

REINFORCED CONCRETE NOTES:

1.

ALL CONCRETE MATERIALS AND METHODS OF CONSTRUCTION TO
CSA—A23.1 AND METHODS OF TEST FOR CONCRETE TO A23.2.

MINIMUM COMPRESSIVE STRENGTH OF CONCRETE AT 28 DAYS AND CLASS

OF EXPOSURE SHALL BE AS FOLLOWS:

a. ALL CONCRETE

35 MPa/C—1 AND S-3.

CONCRETE PROTECTIVE COVER TO REINFORCING STEEL SHALL BE 75mm

UNLESS NOTED OTHERWISE.

ALL REINFORCING STEEL SHALL HAVE A MINIMUM YIELD POINT STRENGTH
OF 400 MPa (WELDABLE) AND SHALL CONFORM TO CSA G30.18-M,

LATEST EDITION.

FOR CENTER DOLPHIN

REPAIRS — SEE
DRAWINGS S08
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CENTER
DOLPHIN

EAST BERTH EAST WALL
REPAIRS — SEE DRAWINGS

S03, S04 AND S05

EXIST. STAIR ACCESS
TO EXIST. DOLPHINS

STRUCTURAL STEEL SHALL CONFORM TO THE FOLLOWING CSA STANDARDS
AND ASTM STANDARDS:

a.

HOLLOW STRUCTURAL SECTION (HSS): CLASS C, GRADE 350 OR

ALTERNATIVELY ASTM A5000, GRADE C.

CHANNELS AND PLATES FOR FENDER BRACKETS:
G40.20/G40.21 GRADE 350W OR ASTM A992, GRADE 50.

CSA

ANGLES AND MISCELLANEOUS PLATES AND ROUND BAR:

G40.20/G40.21, GRADE 300W.

CSA

HIGH STRENGTH BOLTS TO ASTM F3125 GRADE A325 TYPE 1,
THREADS TO BE EXCLUDED, UNLESS NOTED OTHERWISE. ALL BOLT
HOLES TO BE SHOP DRILLED, COORDINATE STRUCTURAL STEEL WITH
ELECTRICAL AND MECHANICAL CONTRACTOR FIELD DRILLING HOLES IN

GALVANIZED IS NOT PERMITTED.
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