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REFLECTED CEILING PLAN GENERAL NOTES

A. ALL CEILING GRIDS TO BE CENTERED IN ROOM UNLESS NOTED OTHERWISE.

B. REFER TO ELECTRICAL AND MECHANICAL ENGINEERS' DRAWINGS FOR LOCATIONS OF ALL ELECTRICAL & MECHANICAL COMPONENTS.

C. SUSPENDED CEILING AT ELEVATION 2750mmz A.F.F. (SAME HEIGHT AS EXISTING REMOVED) UNLESS NOTED OTHERWISE.

D. RE-USE EXISTING CEILING SYSTEM IN THE UNASSIGNED SPACE. ADJUST EXISTING CEILING TO SUIT NEW DEMISING WALL.

REFLECTED CELING PLAN LEGEND

SPRINKLER,
SEE MECHANICAL

©

L]

DIFFUSER, SEE —

e===zg MECHANICAL

FLUORESCENT LIGHT,
SEE ELECTRICAL

DIRECT/INDIRECT LIGHT, SEE
MECHANICAL

() PENDANT LIGHT,

1500 x 500 x 24 CEILING GRID WI1

SEE ELECTRICAL

o POT LIGHT, SEE
ELECTRICAL

MINERAL FIBER CEILING TILE

WALL PARTITION CONTINUOUS
TO U/S OF DECK

CONSTRUCTIONPLAN LEGEND

®_ WALL PARTITION TYPE

®
Cg"
EP

FE

CARD READER, SEE ELECTRICAL
DOOR OPERATOR, SEE ELECTICAL
CORNER GUARD

ELECTRICAL PANEL

FIRE EXTINGUISHER

CONSTRUCTION PLAN GENERAL NOTES

A

B.

WALLS ARE DIMENSIONED FROM FACE OF EXISTING WALL TO CENTERLINE FO NEW TENANT FIT-UP WALLS.

CONTRACTOR TO CONFIRM ALL DIMENSIONS PRIOR TO CONSTRUCTION. ALL PARTITIONS TO BE OUTLINED ON
FLOOR AND APPROVED BY PROJECT MANAGER PRIOR TO INSTALLATION OF FLOOR AND CEILING TRACK.

ALL WORK TO BE COORDINATED WITH MECHANICAL AND ELECTRICAL DOCUMENTS.

PATCH WALLS AND FLOORS FROM DEMOLITION REMOVALS, FLUSH WITH ADJACENT SURFACES.

CONSTRUCTION PLAN KEYNOTES NOTES

ERECT DEMISING PARTITION AND FINISH WITHIN FIRST 2 WEEKS OF STARTUP IN ORDER FOR DUST

1220 x 610 mm TACKBOARD - 6mm LINOLEUM ON 6mm FIBREBOARD CORE IN ALUMINUM J TRIM FRAME,

FLOOR RACEWAY, SEE ELECTRICAL

PARTITIONS TO BE REMOVED ASAP

WALL MOUNTED WITH HIDDEN CLIPS, TOP MOUNTED 2135 mm AFF

SEE DRAWING ID 1.2 FOR TV MOUNTING DETAILS

E SUPPLY & INSTALL PLASTIC LAMINATE SILL, SEE SECTION 7 ON DRAWING ID 1.2

E CREATE POWER & COMMUNICATIONS CHASE SIMILAR TO WALL TYPE W4 WITH 64mm METAL STUDS TO

SUPPLY & INSTALL ROLLER SHADES

MAKE WALL FLUSH WITH EXISTING

DIMENSIONS INDICATED & FLUSH WITH EXISTING

CEILING LINE

2305

ya

L 1980 +

915 %

\LINE OF INSIDE

MOUNTED
CASSETTE

WALL HEATER

7 / OUTLINE

FLOOR LINE

EXISTING WINDOW ELEVATION

FOR WINDOW TREATMENT
SCALE : 1:50
Om Tm 2m 3m
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ACOUSTICAL BARRIER OF 64mm METAL
STUDS TOP AND BOTTOM WITH 2 LAYERS
OF FOIL FACED RIGID INSULATION AT
25.4mm THICK AND 38mm THICK. JOINTS
TO BE TAPED WITH FOIL TAPE.

I
u/s DECK 4690mm + |

PROVIDE FOIL FACED RIGID INSULATION

U/S OF DECK
u/s T BAR 2770 mm *
i E ~— U/S SUSPENDED BTW. TRACK & CEILING T-BAR
CEILING u/s T BAR 2770 mm +

U/S SUSPENDED CEILING

i+

Public Works and Travaux Publics et

Canada Canada

Government Services Services gouvernementaux

¢ 15.8mm GYPSUM BOARD

® 92mm 20ga STEEL STUDS @
406mm c/c c/w BRIDGING
CHANNEL AT MID-SPAN

¢ 92mm SOUND BATT
INSULATION

¢ 15.8mm GYPSUM BOARD

¢ 15.9mm GYPSUM BOARD

® 92mm 20ga STEEL STUDS AT 406mm c/c
c/w BRIDGING CHANNEL AT MID-SPAN

¢ 92mm SOUND BATT INSULATION

¢ 15.9mm GYPSUM BOARD

* ABOVE WITH NO INSULATION

EMBED BTM. TRACK IN CONTINUOUS
BED OF ACOUTIC SEALANT.

EMBED BTM. TRACK IN CONTINUOUS
BED OF ACOUTIC SEALANT.

WALL TYPE @@

I U/S OF DECK

WALL TYPE

STC 45
(NRC = 1.0 AT INSULATION ABOVE CEILING)

u/s DECK 4690mm =+

/s DECK 4690mm + B DEFLECTION TRACK U/S OF DECK
: u/s T BAR 2770 mm %
CEILING

CEILING 108m

¢ 15.8mm GYPSUM BOARD

¢ 92mm 20ga STEEL STUDS
@ 406mm c/c c/w BRIDGING
CHANNEL AT MID-SPAN

¢ 15.9mm TYPE X GYPSUM BOARD

® 92mm 20ga STEEL STUDS @ 406mm c/c
c/w BRIDGING CHANNEL AT MID-SPAN

¢ 92mm SOUND BATT INSULATION

¢ 15.9mm TYPE X GYPSUM BOARD

EMBED TOP AND BTM. TRACK IN
CONTINUOUS BED OF ACOUSTIC SEALANT

WALL TYPE
STC 47

WALL TYPE @

NOTES:

A. AT ALL EXPOSED EDGES OF GYPSUM BOARD, INSTALL GYPSUM BOARD 'L' TRIM ie: TOP EDGE OF G.B. @ U/S

T-BAR & u/s OF DECK
B. ENSURE ACOUSTICAL CAULKING IS PROVIDED AT ALL PARTITION CONNECTIONS TO COLUMNS, CORE,

FINISHED CEILING, FLOOR SLAB & U/S STRUCTURE.

WALL PARTITION TYPES
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A.  PAINT ALL WALLS, COLUMNS & EXTERIOR WALL BULKHEADS P1
UNLESS NOTED OTHERWISE
CT1 CARPET TILE TYPE 1 —opmmm e CHANGE IN FLOORING
B PAINT ALL DOOR FRAMES P2
CcT2 CARPET TILE TYPE 2 RB1 RUBBER BASE - 100mm HIGH COVE BASE C  RB1INSTALLED THROUGHOUT. UNG
o1 D  PAINT EXTERIOR ALUMINUM WINDOW FRAMES P1
CT3 CARPET TILE TYPE 3 2L, PAINT COLOR 1 - LIGHT REFLECTANCE VALUE (LRV 90.00)
CT4 CARPET TILE TYPE 4 <2, PAINT COLOR 2 - LIGHT REFLECTANCE VALUE (LRV 67.35) FINISH KEYNOTES
(1) PAINT DOOR ON TENANT SIDE ONLY P2,
CARPET BASE - SALVAGED FROM DEMOLITION <2, PAINT COLOR 3 - TO MATCH EXISTING CORRIDOR SIDE COLOR TBD

SHEET FLOORING TYPE 1
SLOPE FLASH PATCH 1:4 TO MEET SF1 FLUSH WITH CT3

SHEET FLOORING TYPE 2 -
SLOPE FLASH PATCH 1:4 TO MEET SF2 FLUSH WITH CT2

CARPET PATTERN DIRECTION

18 Botsford St.
Moncton, NB
E1C 4W7

tel.:- 506 857 8601
fax.: 506 856 9729
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